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Предоставленная информация основана на данных исследований и является надежной, но не несет юридических обязательств.

Mannol AdBlue - high-purity urea solution, which is used as 
additional working fluid in diesel cars and trucks equipped with 
SCR (Selective Catalytic Reduction) technology. Mannol AdBlue 
is produced according to European standard ISO 22241-1. The 
use of such systems enables to optimize engine performance, 
reduce emissions of harmful particles in the exhaust gases, as 
well as comply with environmental standards Euro-4 and Euro-5. 

Mannol AdBlue - hochreine Harnstofflösung, die als zusätzliches 
Mittel in Diesel-Pkw und Lkw mit SCR (Selective Catalytic Re-
duction)-Technologie, verwendet wird. Mannol AdBlue wird nach 
der Europäischen Norm ISO 22241-1 produziert. Der Einsatz 
solcher Systeme zur Optimierung der Motorleistung, reduzieren 
den Ausstoß schädlicher Partikel in den Abgasen, sowie die 
Umweltbestimmungen erfüllen Euro-4-und Euro-5. 

Mannol AdBlue - высокочистый раствор мочевины, который 
используется в качестве добавочной рабочей жидкости в 
дизельных двигателях легкового и грузового транспорта, 
оснащенных SCR (Selective Catalytic Reduction) технологией. 
Mannol AdBlue производится согласно европейскому стандарту 
ISO 22241-1. Применение таких систем позволяет оптимизи-
ровать работу двигателя, уменьшить эмиссию вредных частиц 
в выхлопных газах, а также соответствовать экологическим 
стандартам Euro-4 и Euro-5


